MOTOR VALVES

9.9,0:5 ERIES

The 550 Series:
Back Pressure, Low Pressure
Valve

Application:

The 550 Series are used on any
installation where the pressure
upstream must be kept in a preset
range. These valves can be used
as a pressure relief valve, custody
transfer dump valve to hold a cer-
tain back pressure or a separator
back pressure valve on the gas or
liquid side.

Operation:

Upstream pressure is applied to
the bottom of the diaphragm,
piston or to the pilot through con-
necting tubing. An adjustable
spring tension opposes this
pressure. When this pressure
exceeds the pressure setting on
the spring, the plug is raised off the
seat. By varying the spring ten-
sion with the adjustment screw, the
pressure setting can be varied.

Feanms
* The nitrile soft seat provides a
bubble tight shut off even if
foreign particles are present.

¢ Allinternal parts can be removed
without taking the valve body
from the line.

* Long packing life is provided
due to the stainless steel stem
working in a replaceable
bushing.

* Self contained or pilot operated.
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MOTOR VALVES

Specifications: 550 Series Back Pressure, Low Pressure Valve
Size: I g ' 4"
Working Pressure:
Diaphragm Operated: 100 psi 80 psi 50 psi
Piston Operated: 200 psi 150psi NA
Pilot Operated: 350 psi 300 psi 200psi
Temperature: -20°F to + 180°F
Topworks: Pressed steel housing with nylon reinforced nitrile diaphragm; 50 psi maximum supply pressure.
C, Factor: 45 80 11
Trim:
Seat: Integralin the valve body or removable stainless steel,
Plug: Steel with molded nitrile standard; optional fabricated acetal, polyurethane or TFE inserts.
Materials:
Body: Ductile ASTM A395
Slem: Stainless stesl
Packing: Poly Pak and/or o-rings
Ordering Chart:
_ Ssgja Series: Back pressure valve - low pressure
2 2
3 J
4 - 4*
____ Connection:
[ 1 - Threaded
‘ g ’ ga% 1500r300 R.F.
- , 150 0r .F.on
Topworks: Y
; d Diaot
‘ 2 - Piston
3 Pilot
Trim:
Pfug Removable, stainless steel
- g Steel with molded nitrile
' 2 Acetal - insert
3 rethane - insert
4 TFE (fluorocarbon o-rings)
5 Options (specify your requirements)
___ Other:
1 No visual indicator
AT —
- r rem
Option Number: ToIE. 4
{1} - Factory will assign an option number
on requirements,
550- - { 1}

Example: 550-211-121
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