MOTOR VALVES

The 8950 Series:
Back Pressure or Pressure
Reducing, Overbalanced Valve

Application:

This Series can keep pressure
constant upstream (back pressure)
or downstream (pressure reduc-
ing). The back pressure unit is
used to maintain pressure on sepa-
rators, vessels or any location
where constant pressure is vital.
The pressure reducing version is
suited on gas lift operations to
protect surface equipment and to
replace fixed orifice devices. The
8950 Series is available in a 316L
stainless steel body to CF8M speci-
fication.

Operation:
Upstream pressure is applied to

the plug and the piston. The pis-
ton is larger than the plug on the
pressure reducing valve causing it
to fail closed. It is smaller on the
back pressure valve causing it to
fail open. Pressure to be controlled
is monitored by a pressure pilot.
Output from the pilot throttles the
valve to maintain a desired pres-
sure.

Features:

* Fail safe operation by sizing the
piston to the application.

. Sf?fr trim provides for tight shut
air.

e Easy maintenance because the
trim is replaceable from the top
of the valve without having to
?emove the valve body from the
ine.

» Stainless steel stem, piston
housing and seat.

e Self-Jubricating seal on the
piston means less service.
Bypass system is available.

* Available in a 316L stainless
steel body to CF8M
specification.
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MOTOR VALVES

89.50.SERIES

Specifications: 8950 Overbalanced Pressure Control Valve
Size: LR 2"
Working Pressure: 1500 psi 1500 psi
Temperature: -20°F to +180°%F
Topworks: Pressed steel with nylon reinforced nitrile diaphragm. 50 psi maximum supply pressure,
Effecfive Area: 45sq. in, 62 sq. in.
C, Factor: 18 48
Trim:
Seat: Stainless steel, removable.
Plug: Steel with molded nitrile standard, optional fabricated acetal, polyurethane or TFE insernts.
Material:
Body: Cast steel standard, available in 316L stainless steel (2" size only)
Stem: Stainless steel
Packing: Poly Pak
Packing Block: Stainless steal
Ordering Chart:
8950 Series: Overbalanced control valve
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6 - 2" threaded 316L 55 (CFBM)
8 - 2"flanged 316L ss (CF8M)
WQ - 2" beveled for weld, 3161 ss {CFa8M)
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3 - Back pressure
4 - BPressure reducing
| Trim Seat:
| - Removabie, stainless steel
e = Trim Plug.
1 - Steel with molded nitrile
2 - Acetal (insert)
3 . Po%ure‘i‘hane (insart)
4 - TFE (glass filled - rnseﬂ,l
5 Options (specify your requirements)
Other:
1 No visual indicator
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iptions (specify your requirements,
. Option Humber
i) will assign an option number
ba on specified requirements.
| “Manged modals availabla in 150# fo 1,5008 RF or AT
Specify pressura requirad. Max controflad pressura with 2800 Senias Pilof is
3508, Higher pressures available with your choice of pressure Pilofs.
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Example: 8950-2 13-121
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